
Instruction sheet for pleated blind/honeycomb pleated blinds SMART FIX

Content list:

Pleated 
blind with 4 
caps for the 
brackets

Tension holder

SMART FIX 
bracket

Screws

Please pay attention:

For an easy mounting please remove the  paper rolls after installing the pleated blind.

Mounting - Type 1

With clip function (mounting without drilling

A/B)
After checking the width of your window please mount the SMART FIX bracket at the top and 
bottom part of your window wing.

A1,2/ B1,2)
Now please slide the caps, connected with the cords onto the SMART FIX bracket.
In case the cords are too loose please unlock the bottom caps again from 
the SMART FIX bracket and shorten or knot the cords according to your window.

Attention! Please do not cut the cordto short but still kept on optimal tension!

After finishing the adjustments and after pulling 
the pleated blind up and down several times,
you can remove the paper roll and put on the 
holders in the middle of the top and bottom
profile.

C) 
After finishing the adjustments and after pulling 
the pleated blind up and down several times,you 
can remove the paper roll and put on the holders 
in the middle of the top and bottom profile.

B)
Please screw the 4 holders at the bottom and top window frame.
While screwing please pay attention that the cords are running at the inner side of the window 
frame.
After screwing please thread the cords into the spring and fix them in the upper part of the holder. 
Afterwards the tension holder can be closed with the cap. If you have to adjust the length of the 
pleated blind you can correct it with the bottom tension holder. For this please loose the knot at 
the spring. 
Please tension the cords to your needed length and knot them again. Afterwards fix them into the 
bottom tension holder. You can cut the overlength of the cords with a scissors before closing the 
tension holder.

Note:

If necessary please remove the upper part of the tension 
holder from the cords.

A)
The bottom part of the tension holder has to be installed with a distance of 1,2 cm to the left 
or right inner side of the window frame with the screws delivered in this package.
Please drill the holes with a fitting driller.
It is very important that the tension holder is put in the middle of the top and bottom inner 
window frame in order to ensure a sufficient distance to the window glass.

Mounting Type 2

With tension holder on window frame (with screws)

Please pay attention:

For installing the pleated blind successfully please measure in advance.
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